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No | Name of Items | Specifications Qty. Price in (Taka and Ward)
1 Chiller/Low Technical Specifications: 1
Temperature Type: Electric Thermostatic Water Bath
Circulator Temperature: -20c ~ Room Temperature

Tank Volume: 4.5L

Tank Materials; 304 Stainless 5teel
Tank Size: 220%150%120mm
Dimensions: 497*232*490MM

2 Analytical Capacity : 0.0001g —220g 3
Balance Technical Specifications:
Capacity(g): 220g |
Resolution(g): 0.0001 |
Min weighing{g): 0.0004 |
Stable Time: €35 l
Display: TP

Pan size: MB0mm

Operation temp: 5-25°C

Repeatability: £0.0002g

Liner: +0.0003g

| Draft shield size: 240mm x 190mm x 265mm
Cal. weight: 200g

| Option: RS232C & R5486,Printer

3 Fume Hood Technical Specifications: 2
Digital 4 Feet Size: 1200 x 850 x 2350 mm
To be supplied

a) Electrical Socket

b} Exhaust Blower

4 | TLC System 3= TLC Tank 1
{Thin Layer = TLC Plate (25/pkt], Germany
Chromatograph | s yv viewing Cabinet 5.5., India
vl 3 Spray Apparatus Glass Type with Rubber
i Pump, India

= Filter Paper Double Ring 12.5cm, China
= Caplliary Tube 1.5mm, Germany

= M.D.C, Germany

> UV Safety Goggles, UK

g Heating Mantle | Capacity: 250 ml 1
with Repulator | Technical Specifications:
Cantrol Heating Element Temperature ; Up to 380°C
max

Temp, Controller : Analog temperature

controller
Thermal Insulation : Ceramic fiber Wr >
Material: -Mantle : Powder coated | ot 14 ﬂ? ¢

|
aluminum case !
Body : Polypropylene l ASA U arge (F [& Ay
Indicator Lamps : Green-"Fower on”, | I, Ty Bangl,
Yellow- “Heater on” !
Working Time: Continuous I
Power Watt; 150W |
Power Supply : 220V or 110V 50/60 Hz_m :
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6 | Stability
Chamber
(Temperature
& Humidity
Cabinet)

Capacity: 150 Liter

Cycle Mode: Forced convection

Function
Temp. Range: No humidification: 0~~&5°C,
humidificatian:

10 ~B50°
Temp. Resolution Ratio: 0.10C
Temp. Mation: High Temp. ; =0.50C, Low
Temp. : =£10C
Temp. Uniformity: £10C

Humidity Range: 455%~—95%RH

Hurmidity Stability: 5%RH Structure
Inner Chamber: Mirror Stainless Steegl
Outside Material:
Cold rolling steel electrostatic spraying
exterior

Insulation Layer: Palyurethane

Heater: Stainless steel heater

Power Rating: 2.0kw
Compressor: Air cooled hermetic
compressor
Cryogen: R134A

Defrost Structure; Automatic control
intelligent defrosting
Humidifying Method: External
Test Hole: Plastic test hole p43mm
Controlled External Power Supply: Universal
socket [one)
Controllar
Temp. Control Mode: 30 section LCD
program
Temp. 5etting Mode: Touch button setting
Temp. Display Mode: Measuring
temperature: LCD upper row

1 Setting temperature: the lower row
Humidity Cantrol Mode: Automatic
Timer: 0~99,9h=20 section {
with timing wait function)
Operation Function:
Program operation, timing function,auto
stop.
Sensor: PT100
Additional Function: LED light, Deviation
correction. Menu key lock,
self diagnosis of power failure parameter
memary loop
Safety Device:
Ower temperature alarm, mechanical
temperature limiter
specification
Inner Chamber Size{WxLxH): 490x400x750
i
Exterior Size (WxLxH): 490x400x750 mm

{ Packing Size (WxlxH): 646x641x1301 mm

Volume:; 150L

Load Per Rack: 15kg Shelf Number; 12
Shelf Space: 35mm

Power Supply {50/60Hz) Current Rating:

s SR,

i
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ACZ20V/8. 1A

NW/GW: 86/114 kg

Accessory Shelf: 2

Optional Atcessories:

Shelf, touch screen controller, RS485
interface, printer, recor

der, remote control, wireless SMS alarm,
USB data storage

7 Karl Fischer
Titration
Instrument

Technical Specifications:

Measuring Range: 10 Ppm To 100% Of
Moisture

Measuring Method: Karl Fischer Volumetric
Titration Method

KF Dispensing: Highly Sensitive Motorized
Dispensing System

Resolution Of Titrant Yolurme: 0,01 ml
Indication Of Titrant Volume: Q.00 To 99.599
ml on Display

Molsture Content Caleulation [Automatic):
% ape: (0.00 To 100%)

ppm : (10 To 999955)

mg HZo : (0.00 To 999.99)

KF Titer Factor: In-Built Automatic KF Titer
Factor Calculation Facility

End Point Alarm: Visual Led And Audible
Alarm

Wait Time For End Point Alarm: Adjustable
(1To 59 Seconds)

Dispensing Pump Calibration: Available
Through Keyboard

Keyboard: 24 Keys Soft Touch, Membrane
Type

Sample Storage: Up to 20 Latest Samples
Using FIFO Memory

Display: 8 Digit Bright Red, Seven Segment
Led Display

Clock: In-Built Clock With Date And Time
Display

Stirrer: In-Built Magnetic Stirrer With
Adjustable Speed

Reagent Bottles: 3x250 M Bottles Far KF
Reagent, Methanol & Calcium Chloride

Printer Interface: External Dot-Matrix Printer

Interface Available

{Optional)

Power; 230 V Ac + 10%, 50 Hz
Dimensions: LIGO X B 295 X H 175 Mm
{Approx.)

Standard Accessories:

= Dual Platinum Electrode

¥ Titration Yessel

¥ Built-In Magnetic Stirrer

3 Teflan Coated Magnetic Stirring Capsule
* 250mil Bottle For Methanaol

¥ 250ml Reservoir Bottle For KF Solution
= 25ul Syringe

¥ 250 ml Bottle For Calcium Chloride

= Adaptor For KF Reservoir
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= Adaptor For Acetone Reservoir Bottle
# Set Of Dispenser Tubes and Connecting
Tubes

* Main Lead

¥ |nstruction Manual,

i Digital Melting Technica-I'SpE.:ifil:atiuns: 1
Point Measuring Range: Room Temp. -- 200 0C
Apparatus Temp. display: 0.1 0C

Accuracy: less than 200+/-0.5 OC : 200-
300+/-0.8 0C

Usage: Auto Testing Machine
Certification: 150

Size of the capillary: 1.4mm {outside
diameter) 20mm

LOmm {inside diameter) 30mm

Power: Electranic

9 Analgesia CE Certifled 1
Meter (Tail Tail Flick Analgesia Meter measures pain
| Flick Type) sensitivity in mice and rats

; as they respond to heat application to

a small area of the tails.

Program with features of auto experiment
number, animal ID, animal

sex and auto sequence number,

Remote foot-switch controls the test start f
stop allowing rapid

Hands-free experiments . Heating through
Halogen lamp.

Frovided with digital intensity contraller far
controlling the intensity of

heating lamp from range 1-99% in

the total 50 steps,

Heating platform is made of thick special
grade plastic with groove

provided for placement of animal tail.

A built-in timer activated by an external foot
switch allows the

precise measurement of the reaction time
[0.1 Sec. Resolution).

PC Connectivity software with facility to add
experiment title,

comments, calibration report generation
facility, transfer of data to excel and
graphical presentation.

Calibration can be done using Heat flux
radiometer {opticnal) with

calibration report generation facllity.
Instrument is supplied with 2 Perspex
Restrainers- one for mice (Model
SAR30F)and one for rat{Model

SAR125F). (Computer / Laptop & Printer to

be arranged by user). o i
10 | Digital Technical Specifications: 1 W
Microscope Model; Tablet 101" g8 0. =2
Operating Safste_m: Windows 10 Ezjbit Miector-in-charge (F & Al
Language: Multilanguages already installed A‘-_;.;s Ui J:rw'i' v Rangladest
| CPU: Intel® Atom™ Z3735F, Quad core o
; CPU speed: 1,83 GHz 0. .
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Graphics Card: Intel® HD Graphics 3D
Accelerator

Memory: Ram 2,048 GB DDR3L

| LCD display: LED 10,17 IPS Multi Tauch
Screen

LCD resolution: 1280x800, 16/10 {WHXGA)
Storage: Hdd 32GEB

Network: Wireless Bluetooth 4.0
Inputfoutput ports: USE - Microphone -
hicro 50 card reader - HDMI -

Head-phone

Contral Buttons: Auto rotate off, volume
control

Battery Technalogy: Lithium-ion battery, 2x
cell |
Battery capacity: 6000 mah '
hax |oad: 18 W

Connection to the Load: Power supply 7,5V
2A

Dimensions: Thikness 10,5 mm, Height 17,4
cm, Width 25,7 cm

Weight: 600 g Cables included: OTS cable |
[Micro USB-E to USE-A) |
Also included: Instruction manual, Keyboard
with touchpad, touch

pen,

Microscope Specifications:

Model: Binocular with double layer stage, E-
PLAN ohjectives 4x 10x

40x 100x

Head: Binocular Digital observation head,
inclined 30° and rotatable

360°. Diopter adjustment an left eyepieces.
Interpupillary adjustment

48-75 mm,

Observation Modes: Brightfield

Evepieces: Widefield eyepieces WF10%/18
with field number 18.

Mosepiece: Quadruple revolving nosepiece,
rotation on ball

bearings.

Objectives: Achromatic objectives with
mechanical tube lenght 160

mm, made by following ohjectives:

-} Achromatic DIN 4%, AN, 0.10, W.D. 18 mm
-} Achromatic DIN 10%, A.M. 0,25, W.D. 7 mm
-} Achromatic DIN 40X, A.N. 0.65, W.D. 0,53 |
mm

-} Achromatic DIN 100X, A.N. 1,25, W.D. 0,13
rrirm {odl

immersion)

All objectives are treated with an anti- " ﬁ
fungus treatment. s (F &)
Stage: Double layer with mechanical sliding Dirgutn?ffg’“};‘%ﬁmguﬂ s
stage, size 125x115mm, ASA Vipiversit

A-Y movement range 70x30, specimen
holder for ane slide. Vernier

[

scale on the two axes, accuracy 0,1 mm, / f‘.VQ"“"H = ":;’
1'L k)
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Focusing System: Coaxial coarse and fine
focusing mechanism

(graduated, 0.002mm) with upper stop, to
prevent the contact

between ohjective and specimen. Adjustable
tension of coarse

focusing knob.

illumination: Light source type X-LED? with
white LED; light intensity

contrel using a knob on left side of the
frame. LED power 3W,

comparable to an halogen bulb 30-35W.
Color temperature: 300K

LED average life time approx. 50.000h.
Voltage: external power

supply 100/240Vac, 50/60Hz, output: & ¥
Condenser: Abbe condenser, N.A. 1,25
precentered

Dimensions: HEIGHT: 400 mm WIDHT: 235
mm DEPFTH: 250 mm

WEIGHT: 7,0 kg

Camera specifications:

Digital camera resolution; 3.14 MegaPixels
Analog camera resolution: NO

Signal output: USBE 2.0

Audio Signal: NO

Sensor Size: 1/2.5"

Sensor technology: CMOS

Image format: 443

Full Image size: 2048 x 1536

Pinel size: 2,2 % 2,2 micran

Frame rate full resolution: 5 frames\sec
Frame rate other resolutions: 8 FPS
{1280x1024), 30FPS {640x480)

Sensitivity: 0,53 V/Lux-second (550 nm)
Signal / noise ratio: 40 dB

Dynamic range: 66.5 dB

Max Exposure time: 1,5 sec

ADC conversion; 12 BIT

Colar Depth: 8 BIT

On camera IR Filter: 680 nm

Automatic White Balance: Auto —Man
Automatic Gain Control: Auto — Man
Automatic Back light control: Auto - Man
Exposure control: Auto — Man

11

Colony Counter

12

Digital Water
Bath & Hole

13

Blender
Machine Family
Met

Capacity: B50W {3 Pat}

%ﬁ o3

'r:}.: [C0tnr ¢

14

Capsule Filling

| Machine with
| Sheil

Capacity: 100 Capsules
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15 | Homogenizer

Technical Specifications;

Range of rotatlon: 8000-28000r/ min
Processing capacity:0.2-7000ml {H20)
Standard working head: 25G

Input power; S00W

Cutput Power: 320W

Speed display: Calibration

Speed mode: Gear speed regulation
Material of contact material: 316L stainless
steel

Enter the material part of the shaft sleeve
rmaterial; PTEE

Proper temperature: £120C°

Allowable ambient temperature: 5-40C"
Process type: Batch processing

Package weight: 9KG

Power supply: 220V 50HZ

16 | Suppository

hWould

17 | Viscometer Technical Specifications:
Rotational Measurement Range: 10-1000000 mPa.s
Digital Display mode: Digital

Spindles Specification: No. 1, 2, 3, 4[ NO. Dis
optional)

MNote: The bigger the number of the
Spindles,

the bigger the measuring value

Rotating Speed of Spindles: 6 /12 /30 / 60
rpmy/min

Automatic Switch: free selection of proper
rotating speed ar Spindles

number.

Stable Cursor: Strip-type cursor fully charged
displayed when

reading basically stable

Measurement Tolerance: £ 5%

Power: AC 220V £ 10% 50 Hz + 10%
Working Condition: Temperature 5-35
degree

Relative humidity no more than 80%
Attachments: Mo, 1,2,3,4 Spindles

- [Mo. 0 Spindles is optional, if need, please
contact with me.)

- Adapter

- Protection Frame

- Foundation Plate

-Up-Down Frame

- English Manual

- Hexagonal Spanner

- Solid Wrench

18 | pH Meter
Bench Type

Technical Specification:

pH Range: 0.00~ 14.00 pH

pH Accuracty: 0.1 pH

my Range: 0 ~ £1999mY

my Accuracty: +10mYy

Temperature Compensastion Range: 0~
600C, Manual

Calibration Paints: 2 points (pH 6,86/pH4.00
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or pH 6.86/pH3.18}

Dimension: 210 x 205 x 80 mm

Power: 9V DC Adapter, 350ma (220V/50Hz)
Weight: 1.5 Kg

Circurnstance Demand:

Temperature: 5 ~ 400C

Humidity: <80% |
Mo Disturbance of magnetic field or distinct i
tremble around meter,
19 | Kjeldahn 1
Digestion &
Distillatian
Appt. 3 Unit

20 | Morter and {Porcelain and Glass) 100mm 12
Pestle
21 | Drying Oven Capacity: 30 Liter 1
Technical Specifications:

Chamber Capacity: 30 Liter

Air Circulation Type: Forced Convection
Temperature Range: Ambient +10~ 300°C
Temperature Resalution:

Temperature Fluctuation: £1°C
Temperature Uniformity: £2.5%

Chamber Material; Stainless Stesl

Shell Material: Spraying Cold Rolled Steel
Thermal Insulation Material: Aluminum |
Silicate Fiber |
Heating Device: Stainless Heating Tube
Rated Power: 0.8 KW

Vent: Inner Diameter 28mm™*1 (top)
Temperature Control: Fuzzy PID Control
Temperature Display: 4 Digital LED Display
Timer: 0-99.99 minutes

Sensor: PT100 _
External dims [mm] W xDx H: 428 x 500 x !

723

Internal dims [mm] W x D x H: 310 x 310 x 62 0.5 -:
310 ;
Shelf Load Bearing: 15 Kg Director-in-ch arge (F & A) ‘
Shelf Number: 2 (Standard) ASA University Bangladesh
Height Between Shelves; 35mm 3

Power Supply: AC22V/3 64

Total th
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